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technology

Dr. Mach provides two different LED technologies fo

d Smart models == e : Facetted multi-lens system

W e 1ge the colour temperature of the I \ L tely arranged optical systems, each with four LED modules (Multi-
o 4 ite OT-light (colour temperatures - : S A els), each with two LED modules (Smart models) or each with
T ) dual colour sensitivity. , k IR ‘ (Single-Colour models), generate their own light field,
ight. On the " e ich i ontrast effect of the OR light. Light intensities
n Vi = - ' ained without difficulty.

ourse all the other advantages of the LED

Lighting technology - special features of the MC models Lz - .| Vi Superiour colour re;%itign
and Smart models : o8 :

Rq-values

: R =50 With colour rendering indexes Ry above 96 and Re (red) above

between ° surgeon recognizes clearly the tiniest nuances of colour in tissue. Ti

0and70 colour rendering index for SC models is Ry = 95. For recognizing the exa
colour spectrum of the wound the exact rendition of the red colour range 3
is essential.

Rg (red) = 90 means for the surgeon a visibly better recognition of details.
lour spectrum of the wound is rendered naturally with rich contrast.
clearly provides welcome relief for your eyes.

R,-values
u § between
“ 50 and 95

Conventional lighting systems Dr. Mach -
:  light system
i (MC models)

E‘@ !g! @"f"

ntral segment
field

3750 Kelvin 4250 Kelvin 4750 Kelvin




outlets and the circumferential sealing cord

isk sealings of the lig

ways indicates the middle of the light field and
optimal position of the OT-light to the wound field.

ations of dust, dirt and liquids inside the lamp head.

e activated either at the key pad on the lamp

he ring at the sterilisable handle.

ser pointer turns off automatically.

e

W

Wall pane

ipment against

the wall panel (op

The OT-light can be ope

1 be done either tethe

surcharge). Operating the lig

Setting of the light functions is do

e wall panel or at tl

nically, such as:

Several light functions can be adjusted e

e Switching ON and OFF
e |llumination in depth

e Electronic light intensity control

-n%els only)

Endo-Light

nging the colour temperature (MC models and Smart

R

able handle. The ring

ost important light




140.000 Lux
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Mach LED 5
160.000 Lux

integrated

OT-lights cc
Mach LED 5
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Mach LED 2
115.000 Lux

ach LED 3 with K
140.000 Lux

ation

spension for room heights above 2,80 m
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Mach LED 5
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Mach LED 3 with camera

140.000 Lux



115.000 Lux

Mach LED 2

140.000 Lux

Mobile lights

(optional

D 5/Mach LED 3 with camera

OT-lights combination with special ceiling arms for

low room heights below 2,80 m

140.000 Lux

Mach LED 3

camera

OT-lights
for low root
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LED 3/LED 2 heavy central axis

LED 5/LED 3 standard axis
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LED 5/LED 3 heavy central axis / low room height

LED 5/LED 3 heavy central axis / monitor
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LED 2 Mobile light




L

of the surgeries and the

sion through the supply cables
ond control unit
h HD-camera only

ffer highest picture quality with
h video system
he details in th

h of field and inc
n be adjusted on the control

orage solution available on request

amera in another O
Ifill your visual rec

n of high-resolutio
perated with a control unit.

vith a serial interfa

ing due to video
m are equipped with auto-focus, auto-iris and

ontinuous rotatio
HD-camera with 30-fold optical zoom and the

niform preparatic
reproduction means a better re

Technical data

e easy fixatio

e streaming, conv

medical i

Advantages:

A brilliant picture quality v
the surgeon or the physician.
Camera technology

Wit

MFB-MO (SD)

Technical data
Dr. Mach camera




Phone: +49 (0) 8092 / 20 93-0 - Fax: +49 (0) 8092 / 20 93-50

FlossmannstraBe 28 - D-85560 Ebersberg
www.dr-mach.com - e-mail: info@dr-mach.de
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